






Maximize system settings
You have the power to optimize your system settings according to any water condition you encounter 
by manually configuring your settings. Pressure and temperature is balanced using a pressure 
regulating knob (shown left), allowing boaters to operate the Aqua Whisper DX in any ocean condition. 
Operations are easily optimized in seconds simply by turning the knob to your preferred setting.

Customize your high pressure pump
Aqua Whisper DX owners have the option to customize their 
settings as well as their major features. The Aqua Whisper DX 
comes with a plunger noise reduction pump. You can upgrade 
your pump to the radial axial, water lubricated pump that 
is offered as an option. The chart to your left compares the 
differences between the two pumps.

Plunger Pump Radial-Axial Pump

Pump lubrication

Oil Changes

Typical 
Maintenance 

Schedule

Wetted Parts

oil

500 hours

Manage critical functions from any location
The LCD touch screen acts as your watermaker’s first mate, 
and will assist your efforts to maintain, guide, and configure the 
Aqua Whisper DX anyway you wish. Vital system functions and 
gauges are reported through the display and remote, and can 
be accessed at any time. The Aqua Whisper DX gives operators 
maximum control with the ability to do more than ever before. 
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water

none

Pressure Status

Category  |  Mid to Large Yachts  (40 - 80 ft / 12 - 68 m)

Manual Drive

2,000 hours 8,000 hours

316 Stainless Steel Super Duplex



Specifications - Aqua Matic/Aqua Whisper DX

450-1

700-1

900-1

900-2

1400-2

1800-2

19 Gal / 71 L

29 Gal / 110 L

38 Gal / 142 L

38 Gal / 142 L

58 Gal / 221 L

75 Gal / 284 L

450 Gal / 1,703 L

700 Gal / 2,650 L

900 Gal / 3,407 L

900 Gal / 3,407 L

1,400 Gal / 5,300 L

1,800 Gal / 6,814 L

Model # Production/hr. Production/24hrs.

153 lbs / 69 kg

156 lbs / 71 kg

158 lbs / 72 kg 

165 lbs / 75 kg

171 lbs / 76 kg

176 lbs / 80 kg

149 lbs / 68 kg 

152 lbs / 69 kg

154 lbs / 70 kg

161 lbs / 73 kg

167 lbs / 76 kg

172 lbs / 78 kg

157 lbs / 71 kg

160 lbs / 73 kg

162 lbs / 73 kg 

169 lbs / 77 kg

175 lbs / 79 kg

180 lbs / 82 kg

153 lbs / 69 kg 

156 lbs / 71 kg

158 lbs / 72kg

165 lbs / 75 kg

171 lbs / 76 kg

175 lbs / 79 kg

Aqua Matic compact* Aqua Matic modular* Aqua Whisper compact* Aqua Whisper modular*

PRODUCTION & 

WEIGHT

110-115 / 220-230

110-115 / 220-230

Single

Single

40 Ampere / 20 Ampere

45 Ampere / 25 Ampere

Operating AC Voltage Phase Recommended circuit breaker 

* For general system specifications, refer to page 22 
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* Weights based on single phase motor. For three phase motors subtract 9 lbs.

Plunger Pump

Radial Axial Pump

220 / 380 / 460

220 / 380 / 460

Three

Three

15 Ampere / 10 Ampere / 10 Ampere

15 Ampere / 10 Ampere / 10 Ampere

Plunger Pump

Radial Axial Pump

Hz Normal Operating AmpsVoltage VAC

Single 

Single

High Pressure / Booster

High Pressure / Booster

50 / 60

50 / 60

110-115 / 220 -230

110-115 / 220 -230

30  /  15

35  /  17.5

Three 

Three

220-230 / 380-460

220-230 / 380-460

50 / 60

50 / 60

11  /   5.5

11  /   5.5

ELECTRICAL Pump MotorPhase

High Pressure / Booster

High Pressure / Booster

Start Up Current

Plunger Pump

Radial Axial Pump

90 /  45

95 / 48

Plunger Pump

Radial Axial Pump

30  /  15

30  /  15

110   /   220

220   /   380 - 440

110   /  220

220   /  380 - 460

Circuit Breaker Size



COMPACT

WATER CONNECTIONS: Feed Water 3/4", Brine Discharge 3/4", Product Water 1/2"

AQUA MATIC MODULAR

Plunger Pump

Dimensions

DX

a. 46 15/16" (1192mm): Aqua Matic / Aqua Whisper Compact 900-1 & 1800-2  b. 37 15/16" (964mm): Aqua Matic / Aqua Whisper DX Compact 700-1 & 1400-2   
c.  27 15/16" (710mm): Aqua Matic / Aqua Whisper DX Compact 450-1 & 900-2

Booster PumpSea Strainer
Dual Pre-filter & 
Dual Post Filter

a.  46 15/16" - 1192mm: SRC Aqua Matic /  Aqua Whisper Modular 900-1 & 1800-2
b.  37 15/16" -   964mm: SRC Aqua Matic /  Aqua Whisper Modular 700-1 & 1400-2
c.  27 15/16" -   710mm: SRC Aqua Matic / Aqua Whisper Modular 450-1 &   900-2

Double R.O. Membrane Vessel Assembly

COMPACT

AQUA WHISPER DX MODULAR

AQUA MATIC / AQUA WHISPER DX - DIMENSIONS  P10

AQUA MATIC / AQUA WHISPER DX VESSELS AND OPTIONS

22"/568mm

33"/827mm

17"/ 
421mm

17" / 432 mm

7" / 
178 mm

11" / 
279 mm

17" / 483 mm
20" / 508 mm

7" / 178 mm

a.
b.
c.

18"/ 
457mm

13"/ 
341mm

17"/ 
421mm

c.
b.
a.

18"/ 
457mm

13"/ 
341mm

22"/568mm

33"/827mm

17" / 432 mm

7" / 
178 mm

11" / 
279 mm

19" / 483 mm
20" / 508 mm

9" / 229 mm

7" / 178 mm

Control Panel - Front Profile Control Panel - Front Profile

a.

b.

c.

Plunger Pump



Great things come in small packages

Aqua Whisper Mini 350

- Smallest line of watermakers

- DC power available for Aqua Whisper Mini 170

- Push button operation

- Low AC power consumption

Aqua Whisper Mini 170

The low-hassle Aqua Whisper Mini is engineered to fit anywhere. 
Measuring at about 2 - 3 cubic feet, sail and small power boaters 
have the opportunity and the convenience of a Sea Recovery 
watermaker without space restrictions. Featuring a simple 
interface, the Aqua Whisper Mini can be monitored via the control 
panel or remote (optional). The Aqua Whisper Mini can produce up 
to 8 gallons of fresh water per hour and is the perfect seaworthy 
companion for the solo cruiser.

Aqua Whisper Mini Key Features

MINI



Smaller than a 34 gallon water tank, up to 350 gallons in capacity
The Aqua Whisper Mini is a few cubic inches smaller than a 20 gallon water tank, yet is capable of producing between 170 and 350 gallons 
of potable water per day. Weighing at most, 105 pounds, the Aqua Whisper Mini is also more convenient than hauling around a full water 
tank that adds about 8 pounds per gallon to your boat. For example, if you filled up a 34 gallon tank to capacity, you will have to haul about 
272 lbs, which will put more stress on your engine, slow down your speed, and increase fuel costs. With the Aqua Whisper Mini, compact 
boaters will carry minimal weight, save space, and cruise without limits to any destination they wish.

Simple touch panel controller
Operating your Aqua Whisper Mini is as simple as pushing Start and Stop, while adjusting your pressure settings. 
LED status lights also assist users and technicians in diagnosing your water quality.
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Category   |  Small Power Boats & Sailboats (35 - 45 ft / 9 - 14 m)

* �An Aqua Whisper Mini 
170 is smaller, lighter, 
and has a higher 
capacity than the 
average 34 gallon tank.

= 70 lbs
=   0 lbs

12" L X 17" W X 15" D 34" L X 26" W X 10" D

Aqua Whisper Mini 170 36 Foot Sailboat 34 Gallon Water Tank

System Weight
Water Weight

Total weight = 70 lbs

(make water on location)

=   70 lbs
= 272 lbs

Tank Weight 
Water Weight 

Total weight = 342 lbs



Ultra Whisper Key Features

- AC or DC power

- Worry-free operation

- Energy efficient

- Quiet operation

The low power alternative
The Ultra Whisper is a low power watermaker, engineered for 
boaters with limited electrical options. The very quiet Ultra Whisper 
features automatic operation and is easy to use with its simple 
Start and Stop controls. With production between 8 and 25 gallons 
per hour, it serves as an efficient water supply, ideal for small 
power boats and sail boats.

Modular Configuration



25 GPH available in 24 VDC
The Ultra Whisper replaces the high pressure pump with the 
Energy Transfer Device. The Energy Transfer Device's patented 
design produces water through a two valve flow system that 
delivers smooth, constant, fault-free, automatic operation with no 
valves to adjust.

Energy efficient & connects to your AC or DC power
With the Ultrawhisper's EfficientSea Technology, boaters get 
more out of minimal power. The Energy Transfer Device and the 
Ultra Whisper's efficient functions are capable of reducing power 
consumption by up to 75%. Giving you more out of your energy 
source and allowing you to travel worry-free.

Two valve manifold design

Photo courtesy of Admiral Yachts
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Energy Transfer Device

Category   |  Small Power Boats & Sailboats (35 - 45 ft / 9 - 14 m)



H.P. = Horse Power  •  NOA = Normal Operating Amps  •  SUC = Start Up Current

Specifications - Aqua Whisper Mini / Ultra Whisper

200

300

400

500

600

8 gal / 32 liters

13 gal / 47 liters

17 gal / 63 liters

21 gal / 79 liters

25 gal / 95 liters

ULTRA WHISPER 130 lbs / 59 kg

145 lbs / 66 kg

145  lbs / 66 kg

155 lbs / 70 kg

155 lbs / 70 kg

125 lbs / 59 kg

140 lbs / 63 kg

140 lbs / 63  kg

150 lbs / 68 kg

150 lbs / 68 kg

Model # Production / Hr. Weight - Compact Weight - Modular

* For general system specifications, refer to page 22 

Feed Pump and Motor

AQUA WHISPER  MINI / ULTRA WHISPER - SPECIFICATIONS  P15

7 gal / 27 liters

15 gal / 55 liters

170 gal / 644 liters

350 gal / 1,325 liters

Production / Hr. Production / 24Hrs.MODEL

AQW MINI 170

AQW MINI 350

Weight

70 lbs / 32 kg

105 lbs / 48 kg

NOAVAC SUC

ULTRA WHISPER 
200

12V DC

24V DC

Phase HZ

13.0

7.0

95

48

115

230

Single 50 / 60 

Single 50 / 60 

5.1 / 4.4

2.5 / 2.2

15

8

ULTRA WHISPER
300 / 400

12V DC

24V DC

Phase Hz

22.0

11.0

95

48

115

230

Single 50 / 60 

Single 50 / 60 

6.7 / 5.8

3.3 / 2.9

15

8

24V DC

Phase Hz

22.0 60

115

230

Single 50 / 60 

Single 50 / 60 

11.3 / 9.8

5.6 / 4.9

33

15

ULTRA WHISPER
500 / 600

ELECTRICALSYSTEM

Pump Motor HzVoltage H.P.

High Pressure / Booster

High Pressure / Booster

.333

.333

N/A

50 / 60

12 / 24 VDC

110 / 230

AQW MINI 170

ELECTRICAL

AQW MINI 350

Phase

Single

Single High Pressure / Booster 110 / 230 50 / 60 1

Start Up Current

120 / 60

26 / 13

12 / 24VDC

110 / 230

Normal Operating Amps

29  /  14

6   /  3

13 / 6.5

12     /   24VDC

110  /  230

110 / 230

52 / 26

110 / 230

12 / 24 VDC

110 / 230 Single

40 Ampere / 20 Ampere
12 Ampere / 10 Ampere

Circuit Breaker Size Operating AC Voltage Phase Recommended circuit breaker 

AQW MINI 170

AQW MINI 350 110 / 230 Single 20 Ampere / 15 Ampere



Dimensions

COMPACT 170

Booster Pump

WATER CONNECTIONS: Feed Water 1/2"   Brine Discharge 1/2"   Product Water 1/4"

MODULARCOMPACT

a.  46 15/16" - 1192mm: SRC Ultra Whisper Compact / Modular 400, 500 & 600
b.  37 15/16" - 964mm: SRC Ultra Whisper Compact / Modular 300
c.  27 15/16" - 710mm: SRC Ultra Whisper Compact / Modular 200   

Single Pre/Post filter Sea Strainer

COMPACT 350

Booster PumpDual Pre-Post filter

Feed Pump

Sea Strainer

Single Pre/Post Filter

Dual Pre-Post filter

Energy Transfer Device

Single RO Membrane Assembly

Single Pre/Post filter Sea Strainer

AQUA WHISPER MINI / ULTRA WHISPER DIMENSIONS  P16

MINI

a.

b.

c.

15" / 381 mm
10" / 254 mm

9" / 
229 mm

a.

b.

c.



- Large production capacities

- LCD touchscreen controls

- Lightweight aluminum design

- Safety sensors

Never underestimate your fresh water needs

Sea Recovery creates the perfect watermaker for large yachts 
by combining industrial-strength production with space saving 
designs. Coral Sea systems are not only installed in luxury yachts, 
but are also regularly found on oil rigs and commercial vessels 
around the world. The system’s durable construction is the reason 
why it easily crosses over to both industries. The Coral Sea is also 
user friendly, featuring electronic monitoring, an LCD touchscreen, 
and the latest in watermaking technology. 

*Please refer to Sea Recovery’s commercial brochure for larger systems.

Coral Sea Key Features



Category   |  Mega Yachts (over 80 ft / 24 m)

Rugged and reliable operation
The Coral Sea uses industrial PLC that are specifically designed to perform heavy duty 
operations. All functions are displayed on to the LCD touch screen and/or remote, allowing 
users to monitor and control the system from any location on the boat. With the Coral Sea, 
boaters are able produce water at any time and any place.

Functions that ensure your safety
The Coral Sea is one of the easiest and safest industrial grade watermakers to own. It features 
automatic operation and safety sensors, that when triggered, automatically shut down the 
system. To ensure safe operation, the Coral Sea will shut down when:

• pre-filter maintenance is required    • operating pressure limit is exceeded

Convenient configuration and design
Sea Recovery’s membrane technology allows our watermakers to 
maximize the most space per gallon than any other systems on 
the market. The Coral Sea can produce up to 280 gallons an hour, 
and will fit in any large yacht with modular, horizontal, and vertical 
system configurations.  

The Coral Sea’s electronic meters 
also monitor important functions:

• fresh water flow     
• brine discharge flow     
• product water flow

+

Photo courtesy of Westport Yachts
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24 hrs of operation

3" Membrane

3" Membrane

4" Membrane

4" Membrane

4" Membrane

4" Membrane

Coral Sea 2800 & 3600

System Model

Coral Sea 4200, 5200, 6200 & 6800

Specifications - Coral Sea

2800

3600

4200

5200

6200

6800

Model #

117 gal / 442 lit

150 gal / 568 lit

175 gal / 662 lit

217 gal / 820 lit

258 gal / 978 lit

283 gal / 1,073 lit

Production / hrVessel Size

2,800 gal / 10,599 lit

3,600 gal / 13,627 lit

4,200 gal / 15,899 lit

5,200 gal / 19,684 lit

6,200 gal / 23,469 lit

6,800 gal / 25,741 lit

Production / 24hr Modular weight

473 lbs / 215 kg

485 lbs / 220 kg

700 lbs / 318 kg

750 lbs / 340 kg

473 lbs / 215 kg

485 lbs / 220 kg

750 lbs / 340 kg

800 lbs / 364 kg

850 lbs / 386 kg

900 lbs / 409 kg

425 lbs / 193 kg

435 lbs / 197 kg

3/4"

1"

External Installation Water Connections

2800 & 3600
ANSI Threaded Flange

4200, 5200, 6200 & 6800 ANSI 
Threaded Flange

3/4"

1"

1/2"

1/2"

Three

Phase

Three

Single

Pump Motor

Booster / High-Pressure

Booster / High-Pressure

Booster / High-Pressure

Booster / High-Pressure

Booster / High-Pressure

Voltage VAC

220 / 380

208 / 230 / 460

220 / 380

208 / 230 / 460

220 / 230

Hz

50

60

50

60

.125

Normal Operating Amps

24 / 12

18 / 16  / 9

36.6 /    21

32.5 / 29.2 / 14.6

32 / 26.5

Start Up Current

96 / 43

54 / 48  / 27

146 / 84

130 / 116.8 / 58.4

128 / 108

Amperage Rating of Circuit Breaker Coral Sea 2800 & 3600 Coral Sea 4200 - 6800

AC Voltage

Cycles

Phase

Circuit Breaker Amp

220 / 230

Coral Sea 2800 & 3600 Coral Sea 2800 & 3600 Coral Sea 4200 - 6800

220 / 380 208 / 230 / 460 220 / 380 208 / 230 / 460

50 / 60 50 60 50 60

Single Three Three Three Three

50 / 40 40 / 25 40 / 25 / 20 60 / 35 60 / 40 / 30

Config.

Ver. / Hor. /Mod.

Ver. / Hor. /Mod.

Ver. / Hor.

Ver. / Hor.

Hor.

Hor.

Vertical weight Horizontal weight

Feed Inlet Clean ReturnClean Inlet Brine Discharge Product

3/4"

1"

3/4"

1"

* For general system specifications, refer to page 22 
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220 / 380 220 / 380

208 / 230 / 460 208 / 230 / 460

220 / 230 220 / 230

220     /   380 220 / 380

208 / 230 / 460 208 / 230 / 460



Remote Control
Touch Pad Unit 
that allows for 
remote operation 
and supervision of 
your watermaker.

UV Sterilizer
The final process 
where 99.8% 
of all micro-
organisms are 
sterilized. 

Fresh 
Water Flush
Greatly prolongs 
the life of the 
membranes by 
rinsing them 
with fresh water.

Multi-Media Filter
Traps suspended 
solids larger than 30 
microns to provide 
additional protection 
for the system's 
pre-filters, extending 
pre-filter element life.

pH Neutralizer
Provides pH 
neutralization 
of the reverse 
osmosis system 
product water.

Control Panel Motor Pump Booster Pump

Pre-filter & Oil/Water Separator Membrane Vessel Valve Panel

HORIZONTAL

Dimensions

VERTICAL MODULAR

3" Membrane Vessels
2800 to 3600 GPD • 2800/3/H, 3600/3/H

4" Membrane Vessels
4200 to 6800 GPD • 4200/4/H, 5200/4/H, 6800/4/H

5 and 6 piece membrane for 4" Coral Sea Horizontal 
6200 and 6800 only

*

**

***

***

***

**

*

3" Membrane Vessels
2800 to 3600 GPD • 2800/3/V, 3600/3/V

4" Membrane Vessels
4200 to 5200 GPD • 4200/4/V, 5200/3/V

*

**

3" Membrane Vessels
2800 to 3600 GPD • 2800/3/M, 3600/3/M

*

CORAL SEA DIMENSIONS / ACCESSORIES  P20

 Coral Sea Accessories

10" 
254 mm

26" / 660 mm

7" 
178mm

* Refer to your owner’s manual or visit www.searecovery.com for dimensions



Multimedia Filter
Reduces pre-filter changes. Saves time and money. Recommended where 
feed water is high in suspended particles and biological growth (plankton).

Commercial Pre-filter & Oil / Water Separator
Recommended where feed water is high in suspended 
particles and biological growth (plankton).

 Marine Accessories

Plankton Filter
Filters most microorganisms from the feed water, 
prolonging pre-filter life.

pH Neutralizer
Brings R.O. product water to a neutral pH.

Fresh Water Flush
Prevents fouling of the membranes and pre-filters by automatically rinsing 
the system with fresh water every seven days.

Touch Screen Remote
Operate your system from any location.

Push Button Remote
Operate your system from any location with this push button remote.

Soft Motor Start
Reduces the start up of a watermaker by 55%. 
It is only available for single phase, 11-/220VAC, 
50/60 Hz systems.

16.67"
423mm

3.6"
91mm

UV Sterilizer
Eliminates 99.8% of bacteria, viruses and 
microorganisms from the feed water.

Aqua Matic Aqua Whisper DX Aqua Mini Ultra WhisperKEY:

MARINE ACCESSORIES  P21

4" / 101mm

3" / 76mm



Product Water Production Stated Per Hour And Per Day Of Operation
Based in ±15% at 800 psi / 55 Bar, 77°F / 25°C, 35,000 PPM TDS

Salt Rejection (Chloride Ion)
99.4%

Product Water Temperature
Ambient to feed water temperature

Salinity Monitoring
Automatic computer controlled electronic monitoring with continuous 
readout in micromhos per cubic centimeter, are temperature compensation 
and of a state of a fail-safe design.

Salinity Range Of Feed Water
Seawater up to 50,000 PPM TDS (NaCI) (typically seawater salinity is 
35,000 PPM TDS NaCI)

Temperature Range 
Max. 122°F / 50°C Min. 33° F / .5°C

Reverse Osmosis Membrane
Specifically selected high rejection / high yield aromatic tri-polyamid, 
thin film composite, spiral wound, single pass reverse osmosis 
membrane element.

Chlorine Tolerance
1000 hours @ 0.1 PPM, pH range 3-11

Feed Water Pressure 
Min 6 PSI / .42 Kg/cm2 / 41.4kPa.	
Max 40 PSI / 2.8 Kg/cm2 / 275.8 kPa 

Operating Pressure
From seawater @ 35,000 PPM & 77°F 
Nominal 800 pSI / 56.25 Kg/cm2 / 5516 kPa

All Sea Recovery Watermakers - General Specifications

Use Sea Recovery’s genuine replacement consumables and spares in order to provide 
your watermaker with the highest quality material. Ensure the quality of your fresh 
water production by replacing filter and membrane elements. Our cleaning and storage 
compounds help prolong your watermaker, and eliminate unnecessary buildup that can 
lead to extra maintenance. Contact your dealer to order spare replacements.
 

 Consumables and Spares

CONSUMABLES AND SPARES / GENERAL SYSTEM SPECIFICATIONS  P22

For more information on systems and features, visit: www.searecovery.com



P.O. Box 5288 • Carson, California 90745-5288
Toll Free: (800) 354-2000 • Tel: (310) 637-3400 • Fax: (310) 637-3430
Email: srcsales@searecovery.com • Web: www.searecovery.com

Sea Recovery Corporation cannot accept responsibility for possible errors in catalogs, brochures and other printed material. Sea Recovery 
Corporation reserves the right to alter its products without notice. This also applies to products already on order provided that such alterations 
can be made without subsequential changes being necessary in specifications already agreed.

Authorized dealer in your area

SRC052010


